PUMP, VARIABLE DELIVERY
PVWJ 011

WITHOUT CONTROLS

Installation Drawing

Basic Pump Without Control – Rear Ported

NOTES:
1) PUMPS ARE DESIGNED FOR OIL, ANY TYPE.
2) THESE UNITS ARE DESIGNED TO RUN CASE FULL OF OIL AT ALL TIMES. FULL CASE BEFORE STARTING AND CONDENSED OIL BEFORE ADDING.
3) DIMENSIONS GIVEN IN INCHES (MM).
4) NET WEIGHT - 24 lbs (10.9 kg).

VIEW B SHOWING OPTIONAL SPLINE SHAFT CODE "C"
VIEW SHOWING OPTIONAL SPLINE SHAFT CODE "B"
VIEW SHOWING OPTIONAL SPLINE SHAFT CODE "D"
VIEW SHOWING OPTIONAL KEYED SHAFT CODE "E"

PORT A
PRESSURE PORT FOR LEFT HAND (CW) ROTATION
#1 SAE 36 TIP PORT .934 - 1.66" ID - 28 THD

PORT B
SUCTION PORT FOR LEFT HAND (CW) ROTATION
#1 SAE 36 TIP PORT .934 - 1.66" ID - 28 THD

PORT C
PRESSURE PORT FOR RIGHT HAND (CCW) ROTATION
#1 SAE 36 TIP PORT .934 - 1.66" ID - 28 THD

PORT D
SUCTION PORT FOR RIGHT HAND (CCW) ROTATION
#1 SAE 36 TIP PORT .934 - 1.66" ID - 28 THD

OILGEAR
2300 So. 51st. Street
Milwaukee, WI USA 53219

Issued: Oct., 2006
DS-47480

Telephone: (414) 327-1700
Fax: (414) 327-0532